ETag: "0b7a6e5f68d2e0c63ea67454a72df7b0"
accept: */*
authorization: LOW gcChNG1gwFjVzXbq:REDACTED_BY_IA_S3
connection: close
content-length: 7425594
expect: 100-continue
host: s3.us.archive.org
user-agent: curl/7.21.6 (x86_64-pc-linux-gnu) libcurl/7.21.6 OpenSSL/1.0.0e zlib/1.2.3.4 libidn/1.22 librtmp/2.3
x-amz-auto-make-bucket: 1
x-archive-meta-date: 1969-03
x-archive-meta-language: eng
x-archive-meta-mediatype: texts
x-archive-meta-title: BSTJ 48: 3. March 1969: Recirculating Ultrasonic Stores: An Economical Approach To Sequential Storage with Bit Rates Beyond 100 MHz. (Sittig, E.K.; Smits, F.M.)
x-archive-meta01-collection: bstj-archives
x-archive-meta01-description: Bell System Technical Journal, 48: 3.  March 1969 pp 659-674. Recirculating Ultrasonic Stores: An Economical Approach To Sequential Storage with Bit Rates Beyond 100 MHz. (Sittig, E.K.; Smits, F.M.)
x-upload-date: 2013-01-19T07:24:03.000Z
